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Single acting cylinder, load return SLS
Single acting cylinder, spring return SLS

Lock nut cylinders, spring return SLE
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Telescopic cylinder SLT
Hollow piston single acting cylinder, load return SLC
Hollow piston single acting cylinder, spring return SLC
Hollow piston double acting cylinder, hydraulic return SLCD
Double acting cylinder, hydraulic return SLD
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Couplers fitted on double acting cylinders

Cylinders saddles

o
(=}
v}
=
2
(=}

= =2
N n

QUIRI 500 CYLINDERS DESIGN

*  Corrosion resistant light alloy body.

*  Working pressure 500 bar (7200 PSI) . Maximum working pressure : 600 bar (8700 PSl).
* Hard chrome plated steel or corrosion resistant light alloy piston rod.

*  Bronze guiding ring, full charge mechanical stop.

* High pressure «V» pack pistan seal, maximum temperature : 100°C.

*  PTFE sliding ring (low friction).

*  Return spring with attach nuts. Spring attach screw also enable cylinder drain.

*  Flat or tilt (optional) saddle.

*  Wiper seal to prevent from external pollution

e M18x1.5 ail port.

QUIRI 500 cylinders are designed in light alloy for a working pressure of 500 bar (7250 PSl)




SINGLE ACTING CYLINDER - QUIRI 500

Light alloy - 500 bar

WWw.quiri.com

Features

Single acting, load return
Maximum pressure : 600 bar
When using cylinder at 600 bar, please limite the stroke to 80% of the total stroke

Corrosion resistant light alloy body. (Except SLS 6,/20 steel made)
Chrame plated piston rod

Wiper seal.

Standard model delivered without coupler
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Options

F : 4 base threaded mounting hales.
T: Threading of the hole dz

SLS 6/20 OPTION T SLS 10/30 to SLS 110/30 OPTION F
o] ) —
hz 16 2l
|
:L |
! M20x1,5 | 'T
M18x 1,5 —
c b i
—
h L
‘ 164 oa
0,
! For model b ¢ <
ea SLSB6/20 @
b3
+—F— 12
R 38 ! ;
—— 1] For model
h SLS10/30to SLS 110/30
- 52 | ‘
|
|
od
Dimensions (mm) Option F
Cylinders Working Maximum Effective
thegory force force Stroke area Oil volume Model number Weight
500 b 600 b
ar ar a b c d h j M x p on @g
Tons kN kN mm cm2 cm3 kg
6 616 7389 20 12.58 25 SLS 6/20 40 62 61 22 32 07
10 983 1158 30 1963 59 SLS 10/30 50 120 17 685 21 40 M6 x12 sur @50 18
20 188.7 2264 30 3848 115 SLS 20/30 70 105 104 1005 21 80 M8 x 12 sur @80 33
45 486.1 559.3 30 95.03 285 SLS 45/30 110 145 142 1455 25 95 M10x 15 sur @120 1
75 755 906 30 15393 462 SLS 75/30 140 170 167 1905 25 125 M10x15 sur @160 15
110 11134 1336.1 30 227 681 SLS 110/30 170 190 187 2305 30 150 M12x 20 sur @190 245
COUPLERS CYLINDER SADDLES FOR SLS 6/20 a CARRYING HANDLES Model Cyl.
P45 45T
P75 75T
P110 1107

8 Hand pump and air hydraulic pumps @ Hydraulic pumps Valves and fitting



SINGLE ACTING CYLINDER - QUIRI 500

Light alloy - 500 bar

www.quiri.com

Features

Single acting, spring return
Maximum pressure : 600 bar

When using cylinder at 600 bar, please limite the stroke to 80% of the total stroke 8
: } . D
Corrosion resistant light alloy body. —
Chrome plated piston rod for cylinder 6, 10,20 T =]
Corrosion resistant light allay piston rod for cylinder 45, 75,110 T =
Wiper seal.
Standard model delivered without coupler
Options
A+B : Body callar thread with rubber protection 3
F : 4 base threaded mounting hales
T: Threading of the hole @16 mm on SLS 6/20
OPTIONF  OPTION A+B OPTION T
[— f
< pa
‘ ©,0,0, o dz t
ed — —— - R T T\ -4 g oe
! i
= — j m
stm,s Models 45, 75,110 T /
T T
- J Steel screwed saddle For screwed saddle
. Note : Saddle must be always
b completely screwed.
jind Working | Maximum Effecti ol Dimensions (mm) Options
Cyiinder force force Stroke ecte ! Model number . . . Weight
category 500bar | 600 bar area volume Option A 3¢ Option F Option T
a b c d h j dz e Mxp t
Tons kN kN mm cm2 cm3 kg
f on@g m
75 94 SLS6/75 190 | 185 2.1
6 516 739 12,56 s 40 555 | 23 | a2 Mo xe MBx12
150 188 SLS 6/150 265 | 260 s 40 035 M20x15 | 24
75 147 SLS10/75 215 | 208 18 35
10 963 1158 1983 J 50 B85 | 25 | 40 B8 2 MBx15
150 294 SLS 10/150 290 | 283 50 845 39
75 289 SLS20/75 005 | 222 68
20 1887 | 2264 3848 J 70 1005 | 28 | 60 M100x2 MBx20
150 577 | SLS20/150 302 | 297 o 70 085 M30x15 | 88
75 713 SL545/75 240 | 236 25 12
45 466.1 5583 9503 d 110 1455 | 40 | 95 145 an M10x22
* 200 1901 | SLS45/200 365 | 361 70 290 169
75 1154 SLS75/75 270 | 2866 207
75 755 906 16393 d 140 1905 | 45 | 125 190 XA“ M10x22
200 3079 | SLS75/200 395 | 391 o 70 6120 V38 x 2 31
75 1703 | SLS110/75 290 | 285 15 365
110 11134 | 13581 227 J 170 2305 | 55 | 150 ees XA5 Mi12xes
* 200 4540 | SLS110/200 415 | 410 70 8150 44
3 For 45T and 110T cylinders with Option A, maximum pressure is 500 bar A Semitrapezoidal thread
COUPLERS CYLINDER SADDLES for SLS 6/20 B)| | cARRYING HANDLES Model | Gyl
P45 45T
P75 75T
P110 1107

Hand pumps and air hydraulic pumps m Hydraulic pumps Valves and fittings A



LOCK NUT CYLINDERS - QUIRI 500

Light alloy - 500 bar
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Features

Single acting, spring return.
Maximum pressure : 600 bar.
When using cylinder at 600bar, please limit the stoke to 80% of the tatal stroke.
Carrosion resistant light alloy body.
Steel (zinc plate and chromate) piston rad for cylinders 10, 20 T.
Wiper seal.
Standard model delivered without coupler.
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Options

A+B : Body collar thread with rubber pratection #
F: 4 base threaded mounting holes.
T: Threading of the hole dz

OPTION F OPTION A+B OPTION T
_ ﬁ |
_r .
pa |
o o)
T e
od ——— — - J e |
m
For screwed saddle
M18x1,5 Models 45, 75,110 T Note : Saddle must be always
;J ‘ Steel screwed saddle completely screwed.
—h
c f -
b
o o Di i Opti
Cylinder Working | Maximum Effective ail imensions (mm) ptions .
catego force force Stroke area volume Model number Option A3¢ | OptionF | Option T Weight
9| 500bar | 60O bar i e b i
a b c d ¢ [ f|h k | dz e Mxp t
Tons kN kN mm cm2 cm3 @ kg
| on@g m
75 147 | SLE10/75 245 | 208 43
10 963 11586 1963 50 B85 | 72 |32 |e5| 4@ | 36 |1s | MOB® | MEXIS ) M2OAS ) T
150 294 | SLE10/150 320 | 283 50 245 25 52
75 289 | SLE20/75 285 | 222 95
20 1887 | 2084 3848 70 1005 | 100 | 38 | 28 | BOX3 | 55 MI00@ | M8e0 | M3x1.5
150 577 | SLE20/150 340 | 297 70 285 30 15
25
75 713 | SLE45/75 300 | 236 19
45 4861 | 55933 9503 110 1455 | 145 | 55 | 40 | 956 | 84 W’f M1De2 | M30x1.5
200 1901 | SLE45/200 425 | 381 70 @80 25 23
75 1154 | SLE75/75 345 | 266 37
75 755 906 15393 140 1905 | 190 | 65 | 45 | 125%6 | 105 19014 moxe2
200 3079 | SLE75/200 470 | 391 70 B120 | visexe | 44
35
75 1703 | SLE110/75 370 | 285 15 55
110 | 11134 1335_1 227 170 2305 | 230 | 70 | 55 | 15546 | 128 225*:’ M2:e5
200 4540 | SLE 110/200 495 | 410 70 2150 65
3¢ For 45 Tand 110 T cylinders with option A, maximum pressure is 500 bar A Semitrapezoidal threading @ Trapezoidal threading
COUPLERS CYLINDER SADDLES B)| | CARRYING HANDLES Model | Cyl.
P45 45T
P75 75T
P110 10T

10 Hand pumps and air hydraulic pumps m Hydraulic pumps Valves and fittings



HYDROMECANIQUE

STEP CYLINDERS - QUIRI 500

Light alloy - 500 bar

www.quiri.com

Features

Single acting, spring return.
Corrasion resitant light alloy body.

Fitted with =]
. Ty}
- Light alloy support frame =
- Strap carrying handles =]
- Specially fitted RM 518 coupler =
These cylinder can also be made with hydraulic return, please ask
QUIRI Hydromecanique.
A
- e
: Dimensions (mm)
" Working . .
Cylinder force Stroke Effective ail Model number Weight
category 500 bar area volume
a b d e
Tons kN mm cm2 cm3 kg
45 466.1 200 95.03 1901 | SLB45/200 | 110 | 385 | 1455 | 150 | 48
—  od
(5& | 75 755 200 | 15393 | 3079 | SLB75/200 | 140 | 415 | 1905 | 150 | 60
( : 110 11134 200 227 4540 | SLB110/200 | 170 | 440 | 2305 | 155 | 82
@ i
|
;
o ﬂ]
. ! ] b
: : ca— Cylinder Support blocks, standard height 150 mm
M category Under support frame Under piston rod
5 | oy
' ' i Lo Tons Dimensions (mm) Weight [kg) Model number |  Dimensions (mm]) Weight [kg] Maodel number
- T - "
—— 350x 130 135 CEP 45
[ 75 35090 13 CEB 45
i support frame
ee 110 350 150 165 CEP 110
350x3506
- ’ o o WORKING :
1 :Installation
2 :First lift
v 3 : Support block installation
4 : Piston return
2 3 4 5 ) . )
5 :Under piston block installation
6 :Second lift
D D 7 : Support block installation
° ° 8 :Piston return
9 : Third lift
N . 10:Ete........
7 8 9 10

Valves and fittings

Hydraulic pumps

Hand pumps and air hydraulic pumps m



TELESCOPIC CYLINDERS - QUIRI 500

Light alloy - 500 bar
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Features

Single acting, load return.
Spring return for piston n°2 (SLT 20/400).
Corrosion resitant light alloy body.
Chrome plated or corrosion resistant light alloy piston rod.
Wiper seal.
Standard model delivered without coupler.
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Options

F : 4 base threaded mounting holes

Models without saddle Models with integrated saddle
SLT 5/330
Nd3. SLT 10,350
SLT 10/630
SLT 20,190
N°2 wE SLT 20,680
SLT 10,330 SLT 60,220
SLT 20/400 SLT 60,450

OPTION F

N°1

og

< :
b _
-

il ;:35;\

Option dimension :

; ; please see page 13
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Other dimensions, please see page m

Cylinder Working Total Piston n°1 Piston n°2 Piston n°3 ail
5 force el b d Model number I
category 500 bar stroke Eff.area | Force Stroke | Eff.area Force Stroke Eff. area Force Stroke volume
Tons kN mm mm mm cm2 kN mm cm2 kN mm cm2 kN mm cm3
5 472 330 237 1005 SLT5/330 3848 1887 115 1963 96.3 230 9.62 47.2 330 720
330 300 1005 | SLT10/330 ’ ’ 160 1983 96.3 330 1000
10 96.3 350 260 1455 | SLT10/350 105 215 350 1700
95.08 486.1 3848 188.7 19863 96.3
630 387 1455 | SLT10/630 200 400 630 3120
190 193 1905 | SLT20/190 15393 755 55 95.03 486.1 120 3848 188.7 190 1730
20 188.7 400 365 1455 | SLT20/400 95.03 4866.1 200 3848 188.7 400 2670
680 415 1905 | SLT20/680 15393 755 210 95.03 486.1 440 3848 188.7 680 6300
220 290 2305 | SLT60/220 110 220 3870
60 6118 227 11134 12489 6118
450 415 2305 | SLT60/450 225 450 7920
COUPLERS CYLINDER SADDLES B)| | cARRYING HANDLES Model Cylinder
pas5 SLT10/350-10/630
SLT20/400
P75 SLT20/190-20/680
P110 SLT60/220-60/450

12 Hand pumps and air hydraulic pumps m Hydraulic pumps Valves and fittings



TELESCOPIC CYLINDERS - QUIRI 500

Light alloy - 500 bar

HYDROMECANIQUE

(Quny,

www.quiri.com

Model without saddle Model with integrated saddle

p
n pdz ==
| m
|
23 !
N°3 { o
-~k j
SLT 20,400 _
SLT 10,330
l SLT 5/330
} N°D SLT 10/350
2)j2 SLT 10,630
} SLT 20,190
| o3 SLT 20,680
c2 SLT 680,/220
} N°1 c2 SLT 60,450
il
2j I cl
I
o dz }
m
I
gal pal
2 a2
b o a2 b ¢© o a3
M18x1,5 f M18x1,5
| ’j | = ; Qil port
| |
| h | h
1 w l | w A
1 T ]
! od { e 1
' Dimensions (mm) Option F
Cylinder Model number
category
al a2 a3 c1 c2 c3 b c d h i1 j2 i3 k dz m n p 0 Mxpon@g
Tons
5 SLT5/330 70 | B0 | 35 | 115 | 230 | 330 | 237 | 221 45 | 25 | 58 12 1xM8
1005 | 25 | 63 M8 x 20 on @ 65
SLT10/330 | 70 | 50 160 | 330 300 | 297 40 16 | 16
10 SLT10/350 | 110 | 70 | 50 | 105 | 215 | 350 | 260 | 235 | 1455 | 28 | 100 | 63 | 40 | 95 | 16 | 75 | 22 1xM8
M10x 20 on @90
SLT10/630 | 110 | 70 | 50 | 200 | 400 | 630 | 387 | 361 | 1455 | 40 | 100 | 63 | 40 | 95 | 16 | 75 | 22 1xM8
SLT20/190 | 140 | 110 | 70 | 55 | 120 | 190 | 193 | 168 | 1905 | 25 | 130 | 100 | 63 | 128 | 25 | 23 | 23 | 45 | 2xM8 M10x200n @120
20 SLT20/400 | 110 | 70 200 | 400 365 | 361 | 1455 | 40 | 100 | 63 25 | 20 M10x 22 on @90
SLT20/680 | 140 | 110 | 70 | 210 | 440 | 680 | 415 | 390 | 1905 | 35 | 130 | 100 | B3 | 128 | 25 | 23 | 23 | 45 | 2xM8 M10x22 on @120
SLT60/220 | 170 | 126 110 | 220 290 | 285 | 2305 | 42 | 180 | 110 180 | 35 | 23 | 23 | 80 | 4xM12
60 M12x 25 on @150
SLT60/450 | 170 | 126 225 | 450 415 | 410 | 2305 | 42 | 160 | 110 180 | 35 | 23 | 23 | 80 | 4xM12
COUPLERS CYLINDER SADDLES a CARRYING HANDLES Model Cylinders
PAS SLT10/350-10/630
SLT 20/400
P75 SLT20/190-20/680
P110 SLT60/220-60/450

Hand pumps and air hydraulic pumps m

Hydraulic pumps

Valves and fittings




HOLLOW PISTON CYLINDERS - QUIRI 500

Light alloy - 500 bar

WWw.quiri.com

Features

Single acting, load return. z
Maximum pressure : 600 bar
When using cylinder at 600 bar, please limit the stroke to 80% of the total stroke.
Corrosion resistant light alloy body.
Chrome plated pistan rod for cylinder 13 T.
Corrosion resistant light alloy piston rod for cylinder 35, 55,80 T. .

Wiper seal. Quiri
Standard model delivered without coupler. (Quin!

QUIRI 500

Options

A+B : Body collar thread with rubber pratection #
F : 4 base threaded mounting hales.

OPTION F OPTION A+B

[‘ f
@a
pal oq 29
od - ““ I e U e T B e <]} ae
M18x1,5
—h
Cc
b
. . Dimensions (mm) Options
Cyinder | “Working | Maximum Effective | Ol .
force force Stroke Model number ion A 3¢ ATtenE Weight
category area volume Option A ption
500bar | 600 bar )
a b c d h j al q
Tons kN kN mm cm2 cm3 e i Ehspamly kg
13 1271 1526 100 2592 260 SLC 13/100 70 | 225 | 222 | 1005 | 28 55 40 27 M100x2 40 M8 x 20 on @85 6.5
100 670 SLC 35/100 240 | 236 44 102
35 327.5 3929 % 66.76 110 1455 | 43 85 60 145x3 A 45 M10x22 0n @90
200 1340 SLC 35/200 370 | 364 48 146
55 5384 646 3¢ 100 109.78 1100 SLC55/100 | 140 | 270 | 268 | 1905 | 55 | 110 | 75 55 190x4 A 50 | M10x220n@ 120 22
80 801.3 961.5 ¥#* 100 163.368 1640 SLC80/100 | 170 | 290 | 285 | 2305 | 55 | 140 | 90 | 70 225x5 A 50 | M12x250n@ 150 322
3¢ For 35, 55, and 80 T cylinders with aption A, maximum pressure is 500 bar A Semitrapezoidal thread
COUPLERS CARRYING HANDLES Model Cyl.
P45 35T
P75 55T
P110 80T

14 Hand pumps and air hydraulic pumps m Hydraulic pumps Valves and fittings
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Features

Single acting, load return.

Maximum pressure : 600 bar
When using cylinder at 600 bar, please limit the stroke to 80% of the total stroke.
Corrasion resistant light alloy bady.

Chrome plated piston rod for cylinder 13 T.

Corrosion resistant light alloy piston rod for cylinder 35, 55, 80 T.

Wiper seal.

Standard model delivered without coupler.

Options

A+B : Body collar thread with rubber pratection %
F : 4 base threaded mounting holes.

YDROMECANIZ!

HOLLOW PISTON CYLINDERS - QUIRI 500

Light alloy - 500 bar

UE

OPTION F OPTION A+B
[ f
pa
ag
-ttt - o Ej e
[
> =
M18x1,5
—h
c
b
. . Dimensions (mm) Options
Cylinder | Working | Maximum Effective |  Oil .
force force Stroke Model number ion A9¢ ORtRNE Weight
category area volume Option A ption
500bar | 600 bar )
a b ® d h j al q
Tons kN kN mm cm2 cm3 € b B aniEg kg
13 1271 1526 60 25.92 160 SLC 13/60 70 | 225 | 222 | 1005 | 28 55 40 27 M100x 2 40 M8 x 20 on @ 65 68
60 400 SLC 35/60 240 | 236 44 108
35 327.5 392.99¢ 66.76 110 1455 | 43 85 60 145x3 A 45 | M10x22son@90
125 835 SLC 35/125 370 | 364 48 158
55 5384 646 3¢ 55 109.78 604 SLC55/55 140 | 270 | 266 | 1905 | 55 | 110 | 75 55 190x4 A 50 | M10x220n@ 120 23.2
80 801.3 961.5 9% 50 163.38 817 SLC 80/50 170 | 290 | 285 | 2305 | 55 | 140 | 90 70 225x5 A 50 | M12x250n@ 150 34
*For 35, 55, and 80 T cylinders with option A, maximum pressure is 500 bar A Semitrapezoidal thread
COUPLERS CARRYING HANDLES Model Cyl.
P45 35T
P75 55T
P110 80T

Hydraulic pumps

Hand pumps and air hydraulic pumps m

Valves and fittings A
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HOLLOW PISTON CYLINDERS - QUIRI 500

Light alloy - 500 bar

WWww.quiri.com

Features

Single acting, hydraulic return.
Maximum pressure : 600 bar
When using cylinder at 600 bar, please limit the stroke to 80% of the tatal stroke.
Carrasion resistant light alloy body.
Chrome plated piston rod for cylinder 13 T.
Carrosion resistant light alloy piston rod for cylinder 35, 55,80 T.
Wiper seal.
Standard model delivered without coupler.
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Options

A+B : Body collar thread with rubber protection #

We recommend to fit a safety valve VS 700 on the retract side to avoid accidental

over-pressurization
OPTION A+B
ga
pa’l oq
ed | *[‘ R o E e i B j
It
M18x1,5
—h
b
c
b
. Working force Maximum . . Dimensions (mm) Option A 3¢
glt;nc:er P:500 bar force stroke Ef:::"e voﬁjlrlne Model number
90 | r.250bar | BOD0bar
a b c d h h j al q e f
Tons kN kN mm cm?2 cm3
P 1271 1526 2592 218
84 SLCD 13/84 225 | 222 186
T 36.1 14.72 124
13 70 100.5 28 55 40 27 M100x2 | 40
P 1271 152.6 2592 363
140 SLCD 13/140 300 | 297 241
T 36.1 14.72 208
P 3275 3929 ¥ 66.76 501
75 SLCD 35/75 240 | 236 175 44
T | 939 3829 | 287 145:3
35 110 1455 43 85 60 A 45
P 3275 3929 % 66.76 1335
200 SLCD 35/200 370 | 364 307 48
T 939 38.29 766
P | 5384 | 6463 10976 | 1098 190x4
55 100 SLCD 55/100 140 | 270 | 266 | 1905 55 201 110 75 55 A 50
T 1445 589 589
P | 8013 | 98153 16338 | 1634 0055
80 100 SLCD 80/100 170 | 290 | 285 | 2305 55 225 140 90 70 A 50
T 1791 73.04 731
3¢ For 35, 55, and 80 T cylinders with option A, maximum pressure is 500 bar A Semitrapezoidal thread
COUPLERS CARRYING HANDLES Model
P45
P75
P110

16 Hand pumps and air hydraulic pumps m Hydraulic pumps Valves and fittings



DOUBLE ACTING CYLINDER - QUIRI 500

Light alloy - 500 bar

www.quiri.com

Features

Double acting, hydraulic return.

Maximum pressure : 600 bar.
When using cylinder at 600 bar, please limit the stroke to 80% of the tatal stroke.
Maximum pressure on return side : 250 bar

Corrosion resistant light alloy body.

Chrome plated piston rod for cylinder 20T.

Corrosion resistant light allay piston rod cylinder 45, 75, 110T.

Wiper seal.

Standard model delivered without coupler.

Options

A+B : Body callar thread with rubber protection #

We recommend to fit a safety valve VS 700 on the retract side to avoid accidental
over-pressurization,

OPTION A+B
ﬁ f
g dz oe
od —— oj
I m
L For screwed saddles
| Note : Saddles must always
M18x1.5 G1/4" | be completely screwed.
—h
h
c
b
. Working force | Maximum . . Dimensions (mm) Option A 3¢
:;y:;nrfr P:500 bar force Stroke Efz(;:w vul?ll:ne Model number Weight
9 | 1.050bar | 600 bar
a b c d h n j dz m e f
Tons kN kN mm cm2 cm3 kg
P 188.7 2264 3848 577
20 150 SLD 20/150 70 | 315 | 297 | 100.5 28 241 55 M30x15 | 35 M100x2 40 88
T 36.1 1472 221
P 466.1 559.3 3¢ 95.03 1901
45 200 SLD 45/200 110 | 380 | 361 | 1455 40 300 85 M38 x 2 45 1453 A | 45 | 169
T 938 38.29 766
P 755 906 % 153.93 3079
75 200 SLD 75/200 140 | 415 | 391 | 1905 45 326 | 110 M8B0 x2 60 190x4 A | 50 31
T 1445 589 1178
P 11134 1336.1 % 227 4540
110 200 SLD110/200 | 170 | 435 | 410 | 2305 55 315 | 140 MB8 x 2 60 225x5A | 70 44
T 1791 73.04 1481
3 For 35, 55, and 80 T cylinders with option A, maximum pressure is 500 bar A Semitrapezoidal thread
COUPLERS CYLINDER SADDLES for SLS 6,/20 B)| | cARRYING HANDLES Model | Gyl
P45 45T
= P75 75T
P110 | 1107

Hand pumps and air hydraulic pumps m Hydraulic pumps Valves and fittings A
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COUPLERS

Couplers fitted on single acting QUIRI 500 cylinders

WWww.quiri.com

VF 518 - 500 bar screwing coupler

Recommended for small oil valume cylinders (up to 20T)

m Working pressure 500 bar
Y Nominal size 8 mm w
i‘ ) Maximum flow 151/mn M18x1.5

o
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RM518 - 500 bar quick connecting coupler

Recommended for large oil volume cylinders (from 45T)
M18x 1,5
Working pressure 500 bar
K
Nominal size 10 mm |II’I|IIE 1
Maximum flow 401/mn
[Rm518] [A52007][a31006]A52007]
HF 738 - 700 bar screwing coupler
Used at 500 bar
" ——
p d == Working pressure 700 bar 3/8" NPT
3 -_ Nominal size 6 mm li b
¥ o }_/.f Maximum flow 171/mn @—/I ! '
[HF 738] [A31044] [A52007]
RM738 - 700 bar quick connecting coupler
Used at 500 bar
Recommended for large oil volume cylinders (from 45T)
3/8"NPT
o9
Working pressure 700 bar HIHI ﬂ ¢ I ﬂﬂﬂm:
Nominal size 10 mm i~ | |
Maximum flow 3 /mn [Av 738] [A31039][a52007
PM 115 - 1000 bar quick connecting coupler
Used at 500 bar
Recommended for small oil volume cylinders
G1/4"
Working pressure 1000 bar @:—H@ I+ ' ]MHD
Nominal size 3mm
[PM115]  [a52084[A31034]AS2007]
Maximum flow 71/mn
| Maximum tightening torque : % M18x1.5:5.7 mdaN |

18 QUIRI 500 cylinders Valves and fittings



HYDROMECANIQUE

COUPLERS

Couplers fitted on double acting QUIRI 500 cylinders

VF & VM 518 - 500 bar screwing coupler
with VS 700 safety valve

Recommended for small oil volume cylinders (up to 20T)

M 18x1.5

R d

Working pressure 500 bar
Nominal size 6mm

[A52007]A31044]vs 700[A31040]A52012]
Maximum flow 151/mn -

/\c §M 18x1.5]

VS 700 safety valve set to 250 bar

RM + RF 518 - 500 bar quick connecting coupler
with VS 700 safety valve
Recommended for large oil volume cylinders (from 45T)
M 18x1.5
Working pressure 500 bar ﬂ m “‘i ﬂ i‘ ﬂ
Nominal size 10 mm [a52007]a31044]vs 7LD]A31U4DIA52012]
Maximum flow 401/mn : M1B15

V5 700 safety valve set to 250 bar

HF + HM 738 - 700 bar screwing coupler

with VS 700 safety valve
Used at 500 bar -
Working pressure 700 bar !—Jﬂ ‘
— Vs 700]A31040][A52012
Nominal size 6 mm .
Maximum flow 17 1/mn I:i
A
VS 700 safety valve set to 250 bar

RM + RF 738 - 700 bar quick connecting coupler
with VS 700 safety valve

Recommended for large oil volume cylinders (from 45T)

Working pressure 700 bar
Nominal size 10 mm [rr 738]
Maximum flow 351/mn

VS 700 safety valve set to 250 bar

PM + PF 115 - bar quick connecting coupler

with VS 700 safety valve
Used at 500 bar
Recommended for small oil volume cylinders

1000 bar

Working pressure

| | ) A
(52007 (A& 1008 [r52007] —————

ﬂ 4 * ﬂ G1/4"
I
[as2084]a31086]vs 700]A31040[A52012]
Nominal size 3mm o M13
x15
Maximum flow 71/mn =I @l A
A52084]A31034][A52007)

A31044||A52007|

. ¢ |] G1/4"
L L]+
[vs 700a31040]as2012]
3/8" NPT M 18
" @ x15
- | um | s

V5 700 safety valve set to 250 bar

| Maximum tightening torque : % G1/4":2 mdaN A M18x1.5:5.7 mdaN |

QUIRI 500 oylinders

Valves and fittings

QUIRI 500




CYLINDER SADDLES - QUIRI 500

TPL - Flat saddles

Pratect piston rod end.

WWww.quiri.com

Cylinders Model Dimensions (mm) Weight For cylinders...
category number K
Tons a b c 9 sLs SLE SLT
o
o 6
Ty} TPLB6 60 17 16 04 6-10T 3¢ 10T 10/330
[aa — 10
=} 20
(=] i TPL 20 80 20 25 09 20-45T % 20-45T 20T
75
o TPL75 120 22 35 2.1 75-110T3¢ 75-110T 60T
% Except for 30 mm stroke cylinders
TPF - Flat threaded saddles
Pratect piston rod end.
—— . 1
i Dimensions [mm For cylinders...
Efézgz:: Model o) Weight ——— Y ] ?
number K :
Tons @ b ¢ ’ with option T LY %
20 TPF 20 55 20 M30x 1.5 04 20-45T 20/150 L [ J
— 45 TPF 45 85 20 M38x 2 09 75-110T 45/200 ©
— 75 TPF75 | 110 | 22 MBO x 2 21 75/200 | Note: Saddles must
10 | TPF1M0 | 140 | 22 MBS x 2 21 110/200 | @ways be completely
screwed
TRB - Tilt saddles
Pratect piston rod end.
Correct the effects of a non centered loading.
Cylinders Model Dimensions (mm) Weight For cylinders...
category number K
Tons a b c g SLS SLE SLT
6 16
TRB 6 50 20 06 6-10T 3¢ 10T 10/330
10 A
20
= TRB 20 80 35 25 16 20-45T 3¢ 20-45T 20T
75
P TRB 75 120 48 35 35 75-110T 3 75-110T 60T

3 Except for 30 mm stroke cylinders
A \With ball locking system
@ For TRB 6, maximum angle of 2°

TRF - Tilt threaded saddles
Pratect piston rod end.
Carrect the effects of a non centered loading.

Cylinders Model Dimensions (mm) Weight For cylinders...
category number K
Tons a b c g sLs SLT
20
= TRF 20 80 35 M30x 1.5 1.6 20-45T % 20T
75
s TRF 75 120 48 M38x 2 45 | 75-110T3¢ 60T Note : Saddles must
always be completely
3 Except for 30 mm stroke cylinders screwed

on QUIRI 500 cylinders



