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Single acting hand pumps, 1 speed, QUIRI 700 PMS

Single acting hand pumps, 1 and 2 speeds, QUIRI 700 BK * 47

Single acting hand pumps, 2 speeds, QUIRI 700 PMS
Double acting hand pumps, 2 speeds, QUIRI 700 PMD
Adaptor, Pressure gauges, hoses for QUIRI 700 hand pumps

Single acting hand pumps, 2 speeds, QUIRI 500 (SA25 + 10) SA
Adaptor, Pressure gauges, hoses for QUIRI 500 hand pumps

Manual distributors fitted on SA25 + 10 hand pumps

Single acting 1000 bar hand pumps, 2 speeds (SA25 + 8) SA
Single acting 1200 bar hand pumps, 1 and 2 speeds PMS
Air hydraulic pumps - foot operated - for single acting cylinders PHP
Air hydraulic pumps - for single and double acting cylinders PHP 57 é
Air hydraulic pumps - Oil capacity 4 or 8 litre PHP g
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HAND PUMPS - QUIRI 700

For single acting cylinders - 700 bar

WWww.quiri.com

Features

1 speed

External adjustable pressure relief valve - set at 700 bar
Handles on models PMS 710 and PMS 712
Delivered with oil

Options

Cther relief valve setting - on demand
Two MB fixing holes in pump body

View from F

3/8"NPT
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T ! J» Filing cap / J J»
e d e Option 80 g

2xMB
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pp:15
pt:10
. . Dimensions (mm)
Maximum | o o Oil capacity Maximum [ Model Weight
pressure handle number
effort
Total Usable a b c d e f f g h i i k | m n 0 o°
cm3/pump
bar daN kg
stroke cm3 cm3
25 525 400 50 PMS7104 | 460 | 390 | 30 | 370 | 33 | 130 | 420 | 26 28 15 90 32 38 30 50 90 45 425
700 25 1400 1250 50 PMS 710 600 | 590 | 30 | 500 | 33 | 150 | 620 | 26 28 15 90 32 38 50 80 | 112 | 45 6.7
25 2400 2000 50 PMS 712 600 | 590 | 30 | 480 | 33 | 170 | 640 | 26 28 15 | 110 | 52 38 70 90 | 140 | 45 12
AM135 50) MG700 s0] FLEXIBLE HOSES s0]

46 Valves and fittings



HYDROMECANIQUE

www.quiri.com

Features

1 speed (BK - 05)
2 speeds (BKD - 09)

Delivered with ail
Option

Other relief valve setting - on demand.

BK-05

3/8" NPT

HAND PUMPS - QUIRI 700

External adjustable pressure relief valve - set at 700 bar

2a]

@
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For single acting cylinders - 700 bar
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b:BK-05 | d
b:BKD - 09 a
Dimensions (mm)
Pressure Qil flow Pressure 0il flow Oil capacity Model number Weight
bar  [cm3/stroke| bar  |cm3/stroke| Total | Usable a b c c d e f 9 h
kg
BP HP cm3 cm3
700 25 600 500 BK-05 415 | 180 | 144 | 440 | 140 | 400 | 125 | 98 85 7
15 8 700 25 1300 1100 BKD-09 415 | 228 | 233 | 440 | 140 | 400 | 125 | 96 85 95
AM135 s0] MG700 s0] FLEXIBLE HOSES

Valves and fittings

HAND PUMPS




HAND PUMPS - QUIRI 700

For single acting cylinders - 700 bar
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Features

2 speeds
External adjustable pressure relief valve - set at 700 bar
Delivered with ail

Option

COther relief valve setting - on demand
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Oil flow | Maxi Oil flow ; Model pineneions (o)
Pressure aximum Oil capacity ke ode Weight
pressure handle number
cm3/pump cm3/pump effort
e stroke i stroke Tatal Usable a b c d e f f g h i i k| I |m]|n
daN kg
LP HP cm3 cm3
3200 3000 50 PMS733 | 700 | 665 | 67 | 568 | 12 | 185 | 595 | 35 | 29 | 4xM8 | 110 | 50 | 39 | 40 | 80 14
15 19 700 25 6200 6000 50 PMS736 | 700 | 665 | 67 | 510 | 10| 185 | 595 | 93 | 29 | 2xMB | 165 | 50 | 39 | 51 | 130 20
12200 | 12000 50 PMS7312 | 700 | 865 | 67 | 510 | 10 | 185 | 595 29 290 | 50 | 39 | 51 25
AM135 B MG700 50] FLEXIBLE HOSES 50]
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HYDROMECANIQUE
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Features

2 speeds.

External adjustable pressure relief valve - set at 700 bar.
Delivered with oil.

Option

Other relief valve setting - on demand

HAND PUMPS - QUIRI 700

For double acting cylinders - 700 bar
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Qil flow Maximum Oil flow } ] Maxi Model Dimensions (mm) .
Pressure Oil capacity Weight
om3/pump | PTESSUPe | o3 /hump handle |  number
stroke stroke effort E .
b bas Total | Usable a b c d e f f g h i j k I | m|n o
daN kg
LP HP cm3 cm3
3200 3000 50 PMD733 | 730 | 665 | 125 | 568 | 12 | 185 | 595 | 93 | 607 | 4xmM8 | 110 | 40 | 25 | 30 | 20 | 80 17
15 19 700 25 6200 6000 50 PMD736 | 730 | B85 | 125 | 510 | 10 | 185 | 595 | 151 2xMB | 165 | 68 | 25 | 41 | 20 | 130 | 23
12200 | 12000 50 PMD 7312 | 730 | 665 | 125 | 510 | 10 | 185 | 595 290 | 130 | 25 | 41 20 28
AM135 B MG700 B FLEXIBLE HOSES 50]
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ADAPTORS - PRESSURE GAUGES - HOSES &)

QUIRI 700 BN

WWww.quiri.com

2 100 pressure gauge adaptor AM 135

f— 31

G 38"

- * To fit on the oil outlet of the hand
== 3/8" NPT o 3/8" NPT
Ll 'h - pump t R \ T R\

135 ‘

2 100 pressure gauge MG 700

5 112 6p 30

* Scalein PS| and bar (kg/cm?2)
* 53/8” rotating bottom connection
e Accuracy: + 2,5 % of full scale

<22/ plat
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For other pressure gauge please see page 74

Standard thermo-plastic hoses (internal diameter 6mm) Hose length (m) Model number
Hose with 3/8" NPT adaptor and HV 738 screwing coupler 0.5 FC 030
1 FC 031
-‘? A 0\"
:»«’ m _— . 2 FC 032
Y b 3 FC 033
5 FC 035
& —
10 FC 0310
05 FR 030
1 FR 031
2 FR 032
3 FR 033
5 FR 035
10 FR 0310
For any other hose (adaptor, coupler....) please see pages 80 and 81

Hand pumps




HYDROMECANIQUE
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Features

2 speeds
Pressure relief valve setting :
500 bar (standard setting)
600 bar (maximum setting)
Handle lock
Low handle effort
Delivered with oil

Options

Other relief valve setting - on demand
MB fixing holes

HAND PUMPS - QUIRI 500

For single acting cylinders - 500 - 600 bar

- o
i+ f
M18x 1,5 A
; handle lock e
Filling cap f )
Release valve and breather | @)  6andiOlwetank (] —{i
— T SEE
! 1.5 litre tank e
w oD
4 A9 e = — L | 9
I d | — ‘
T
L 5 Return to tank for 4/2 valve (G1,/4")
. 82 15
— ¢ — option 4xM6B h—|
b 2 b [I—
a
0il flow . . Dimensions [mm)
Pressure cm3/ Max. Oil flow Oil capacity e Model number Weight
pressure | cm3/pump handle
pump stroke effort s : .
bar stroke bar Total | Usable a b c d e f f g h i j o’
daN kg
LP HP cm3 cm3
1900 1500 30 SA25+10 R1.5 653 | 78 80 | 117 | 117 | 225 | 590 | 42 97 | 275 | 38 | 31 9
80 11 600 18 6900 6000 30 SA25+10 R6 633 | 140 | 80 | 117 | 117 | 225 | 590 | 42 97 | 275 | 38 | 31 16
12500 | 10000 | 30 SA25+10R10 633 | 250 | 80 | 117 | 117 | 225 | 590 | 42 97 | 275 | 38 | 31 23
AM 063 + MG 060 B HOSES =2] VALVES B

Valves and fittings
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ADAPTORS - PRESSURE GAUGES - HOSES
QUIRI 500 S

WWw.quiri.com

2 63 pressure gauge adaptor - AM 063
(without pressure gauge)
* To fit directly on the hand pump or on the

adhs DVI4,/2 valve (M12)

Q@

pump
outlet
4xM8 fixing holes
for2/2 and 4/2 valves
2 63 pressure gauge (filled with glycerine) Range [bar) Model number
0-400 MG 040
* Scale in bar , 0-600 MG 060
* G 1/4" bottom connection
. (s)
* Accuracy : from £1.6 to £2.5% of 0-1000 MG 0100
full scale

2 100 pressure gauge adaptor - AM 100
(without pressure gauge)
* To fit directly on the hand pump(M18 x 1,5)

M18x 1,5

M18x 1,5

2 100 pressure gauge Model number
Range (bar)
Dry Glycerine filled

* Scale in bar _ 0-160 MS 116 MG 116

* G 1/2" bottom connection

* Accuracy : 1 % of full scale 0-250 MS 125 MG 125
On demand we can deliver a double scale 0-400 MS 140 MG 140
(bar and kN for example] on 2 100 dry 0-600 MS 160 MG 160
gauge 0-1000 MG 1100

Standard thermo-plastic hoses (internal diameter 6mm]

Hose length (m)

Model number

Hose with M18 x 1.5 adaptor and VM 518 screwing coupler 05 FO10+VM518
. 1 F011+VM518

N 3 FO13+VM518
5 F015+VM518

B 10 FO110+VM518
0.5 FO10+RF518
1 F011+RF518
2 FO12+RF518
3 F013+RF518
5 F015+RF518

10 FO110+RF518

For any other hose (adaptor, coupler ...) please see pages 80 and 81

Hand pumps




MANUAL VALVES - QUIRI 500

To fit on SA25+10 hand pumps

www.quiri.com

2 ways/ 2 positions single acting valves \; N ‘

For independent ar simultaneous control of several single acting cylinders.
Pressure outlet : M18x1.5.

To use carefully.

To avoid accidental toppling over, never open a valve before closing every others.

Hand pump mounted (without pressure gauge connection)
. ‘ Valve for... Model numer Weight (kg)

. 2 cylinders EDM2 24

ﬁ 3 cylinders EDM3 3
\ ' 4 ¢ylinders EDM4 36

o () 5 cylinders EDMS5 42

" A 6 cylinders EDM6 48

.
‘ On line mounted (without pressure gauge connectian)
O Valve for... Model numer Weight (kg)

{ 2 cylinders EDD2 24

ﬁ 3 cylinders EDD3 3

4 cylinders EDD4 38

=) 5 cylinders EDD5 4.2

FY - I B cylinders EDD6 438

L Bl
Note :
For pressure gauge connection please contact us.
Manual operated valves (DM 4/2), 4-ways, 2-positions \; >< [
\

To control double acting hydraulic return cylinders.

Hand pump mounted
Weight : 1.3 kg
Model number : DM4,/2

On line mounted
Pressure ail port : M18x1,5
Return ail port : G1/4”
Weight : 1.3 kg

Model number : DD4/2

Note :
The release valve is not used and remains closed

Valves and fittings
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WWw.quiri.com

HAND PUMPS

For single acting cylinders - 1000 bar

Features

2 speeds
Pressure relief valve - set at 1000 bar
Delivered with ail

Options

COther relief valve setting - on demand
MB fixing hales

Pressure gauge

Pressure gauge adaptor
! . h
7] -
Filling cap ¢
- _ Release valve and breather
y// _____________
= G1/4" 15 ltre tank
o
L O3 ‘
R ) e RS B B S
Lo N L
. Option : 4xM6 82 1,2 or 3 outlet
b d blocks
a 80
Qilflow | Maximum | Ol flow . BT [y
Pressure Oil capacity L Maodel number Weight
pressure handle
cm3/pump cm3/pump effort
bar BB bar S Total | Usable a b c d e f £ g h i o
daN 3 kg
LP HP cm3 cm3

1900 1500 30 SA25+8 R1.5 653 76 80 117 117 225 590 42 27.5 38 31 9
80 " 1000 113 6900 6000 30 SA25+8 R6 633 140 80 117 117 225 590 42 27.5 38 31 16
12500 10000 30 SA25+8 R10 633 250 80 117 117 225 590 42 27.5 38 31 23

3 Warning : To use this pump, it must be fitted with its accessories : block, adaptor, pressure gauge and hose.

HOSES WITH COUPLERS BLOCKS - PRESSURE GAUGES - ADAPTATORS

A31048 PM 115 A52084 A31038 Blocks Pressure gauges and adaptors

| IE[[]ID ml # D:EIE:@ #l Nbr of outlets Model number Size Model number
| x

1 MF31 263 MG 0100 + AM 014
A52084 PF115 A31036 ¥* A52084 2 MF32 2150 MG 1600 + AM 112
3¢ Standard length (m) Model number 3 MF33
1 A38055
2 A38056
3 A38057

Other length on demand

54

Pressure gauges Couplers




HAND PUMPS NGl

For single acting cylinders - 1200 bar \{5

www.quiri.com

Features

1 speed (PMS 1510)

2 speeds [PMS 1533)

External adjustable pressure relief valve - set at 1200 bar
Delivered with oil

Options

Other relief valve setting - on demand
Two MG fixing holes (PMS 1510)

285
Y
PMS 1510 : 80 112
View from F
12
2xMV 8
PMS 1510 :
- |
PMS 1533 ; 65 80
View from F
fl
&
G1/4"
. / s
2
[ Release valve a
= L =
=9
T
i | A N
I ‘ | T T l
_og ) i L n «J 1 26
C d e Filling Cap Optional on PMS 1510 l
a
Pressure Qil flow Maximum Qil flow Oil capacity Dimensions (mm) .
cm3/pump | pressure | cm3/pump Model Weight
bar stroke bar stroke Total Usable vl a b . d . f t i l " | m | on -
LP HP cm3 cm3
1200 1 1400 1250 PMS 1510 | 600 | 590 | 30 | 500 | 33 | 150 [ 620 | 2xM6 | 110 | 52 [ 38 | 50 | 60 72
15 188 1200 1.15 3200 3000 PMS1533 | 700 | 6865 | 67 | 568 | 12 | 185 [ 595 | 2xM8 | 110 | 50 [ 39 | 40 | 80 14
HOSES WITH COUPLERS BLOCKS - PRESSURE GAUGES - ADAPTORS
A31048 PM 116 A52084 A31036 2100 mm pressure gauge
‘ ‘ | ‘ Block 1/2" NPT connection Pressure gauge adaptor
Dyl e=rt—=uif
\ \ ‘ [ \ 1,/2" NPT
A52084 PF116 A31036 * A52084 ‘ -
25 |4 ZT] 20|
3¢ Standard length (m) Model number | [’
1 A38055 N aa7—| D[ ]m
> e One G1/4” inlet 2 1o J
Two G1/4” outlets =
3 A38057 G1/4" G1/4"

Other length on demand

Pressure gauges Couplers
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HYDROMECANIQUE|

WWw.quiri.com

Cther relief valve setting - on demand

Features

Hydraulic pressure proportional to air pressure

Working cycle : advance / hald / return

External adjustable pressure relief valve - set at 700 bar
Gil capacity : 500 and 1250 cm? (delivered with oil)

Air inlet pressure : 7bar

Qil flow : from 700 to 50 cm3/mn
Air consumption : 270 |/mn (without load) at 7 bar air pressure

Option

Cylinder return
¢Cy|inder advance i

ir

Pressure booster/

-

1

1
A

|

1

1

AIR HYDRAULIC PUMPS - FOOT OPERATED

For single acting cylinders - 700 bar

Regulator - Filter - Lubrificator - FRL14

Recommended ta provide clean
and lubricated air.

L - - __
j c
= + =]
; 0il: 3/8" NPT
B R e —73 = = —- a i1:3/
g — ‘ \
|
oil .
Air: G1/4"
+—d h i
f
Max. oil pressure|  Oil flow 0il flow Usable oil Dimensions (mm)
at 7 bar air [noload) | (at 700 bar) capacity Model To use with
number cylinders... a b c d e f g h i j Kk
bar cm3/mn cm3/mn cm3
700 700 50 500 PHP 705 | singleacting | 120 | 40 | 120 | 40 | 150 | 415 | 55 [ 335 | 40 | 180 | 36
700 700 50 1250 PHP 711 singleacting | 120 | 40 | 120 | 300 | 150 | 675 | 55 | 335 | 40 | 180 | 36
AM135 B MG700 B HOSES
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Valves and fitting




AIR HYDRAULIC PUMPS

For single and double acting cylinders - 700 bar

www.quiri.com

Features

Hydraulic pressure proportional to air pressure
Warking cycle : advance / hald / return
Foot operated valve for double acting cylinders (4-ways, 3-positions)
Manual operated valve for single acting cylinders (3-ways, 3-positions)
External adjustable pressure relief valve - set at 700 bar
Oil capacity : 1300, 2500 and 4000 cms3 (delivered with oil)
Air inlet pressure : 8 bar
Oil flow : from 1200 to 160 cm3/mn
Air consumption : 270 |/mn (without load) at 8 bar air pressure

Option
Cther relief valve setting - on demand

PHP 713/723/753
90

Cylinder return 1
+Cylinder advance Air
/ 0 . G1/4"
r- B el °
| o T %
! A “lo
 Pressure booster,
= —
Lo — = - — - a b
[9p)
%
PHP 714/724/754 E
o
o
T - T T - T - =
r = o
! 0 | | | | Air E
! i N 0il Ebe G1/4"
| © o+ G1/4" = . i
, Pressure booster
' (@)
—
a b
i i i Oil flow (cm3/mn Dimensions i Regulator - Filter - Lubrificator - FRL14
lzl;):rsnul.:‘r: Oil capacity [ /7001 Model To use with Weight 9
bar om? no load atbar number | cylinders.. | g b kg
700 1300 1200 70 PHP 713 | singleacting | 133 | 280 9 Recommended to provide clean
700 1300 1200 70 PHP 714 | double acting| 133 | 280 | 11 and lubricated air.
700 2500 1200 70 PHP 723 | singleacting | 180 | 310 | 11
700 2500 1200 70 PHP 724 | double acting| 180 | 310 | 13
700 4000 1200 70 PHP 753 | singleacting | 320 | 320 | 13
700 4000 1200 70 PHP 754 | double acting| 320 | 320 | 15

AM135 B MG700 B HOSES B

Valves and fittings
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AIR HYDRAULIC PUMPS

For single and double acting cylinders - 700 bar

WWw.quiri.com

Features

Hydraulic pressure proportianal to air pressure
Working cycle : advance / hold / return
External adjustable pressure relief valve - set at 700 bar
Oil capacity : 4000 and 8000 cm3 (delivered with oil)
Air inlet pressure : 7 bar
Oil flow : from 2400 to 25 cm3/mn
Air cansumption : 1800 I/mn (without load) at 6 bar air pressure

Option

Other relief valve setting - on demand

PHP 743/783 e )
Uptiﬂn/ii_@—.j

!'__;'ib"f AL I—HWHF

hTI]

Lo~ --Y
| : - -
‘ . _Cl"‘ Regulator - Filter - Lubrificator - FRL14
FRL 38 ! .
L. JE—
PHP744/784 T ... oL, 0 Recommended to provide clean
ption H [P S| . .
| = LN and lubricated air.
! o LT
| @ [t 5 —\
| - IQ | rRias
! .
| @ |
[ _
Air G3/8" -
PHP 743 PHP 783 Oilj
Air G3,/8" | B
Ol ‘ =
| 1L
N_ ) ] | /
— } _ e maxi
|
a a
d b—|
9 g
4xM8
c c L g b h i
f [ f
Max oil pressure | Oil flow Qil flow Usable oil . Dimensions (mm) .
at 7 barair | (noload) | (at 700 bar) capacity Model number ?I?::e:’slth - - W;lght:
pressure (bar) | cm3 cm3 cm3 Y a b c d e f ] h i i 9
700 2400 25 4000 PHP743 | singleacting | 325 | 130 | 200 | 35 | 485 | 255 | 242 | 225 | 15 G1/4" 25
700 2400 25 4000 PHP744 | doubleacting | 325 | 130 | 200 | 85 | 455 | 255 | 242 | 225 | 15 M18x1.5 28
700 2400 25 8000 PHP783 | singleacting | 315 | 170 | 255 | 43 | 475 | 450 | 235 | 250 | 43 G1/4" 41
700 2400 25 8000 PHP784 | doubleacting | 315 | 170 | 255 | 43 | 445 | 450 | 235 | 250 | 43 M18x1.5 44
PRESSURE GAUGES HOSES B

Valves and fittings




