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Features

quigg

Single acting cylinder, spring return
Height adjustable work table
Pressure gauge. Scale in bar (kg/cm?), PS| and Tons
Pressure relief valve to prevent from averload.
Manual extension screw on 15T models.
In accordance with European directive 98/37/CE.

Remarks :

These presses also exist with air hydraulic pumps [with two-hand control).
(See page 90)
S Presses with electric pumps : please consult QUIRI Hydromécanique.
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Presse Cylinder Hand pump Dimensions (mm)
capacity | R4 :Hydraulic R2:extension | Bore diameter 0il flow Model A B C D E G1
stroke Screw [cm®/pump number o
(Tons) (mm) (mm) (mm) stroke) e
10 135 43 25 KSC-10A 805 420 940 120 500 160
15 150 75 52 25 KSG-15A 810 420 950 90 500 150
15 95 75 80 25 KSC-15A 805 420 940 120 500 150
Option:

Set of two «V-blocks»

Included with each presse

Set of plate, adapters and punches.
[Diameters : 12-16-18-20-22-25-30]

For 15T presses
Model number : PE7-15




WORKSHOP PRESSES
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Features :

Single acting cylinder, spring return
(except 100T press : double acting cylinder)
Horizontally adjustable cylinder on KPD models.
Height adjustable work table
Mechanical work table winch (depending on model : see chart)
Pressure gauge. Scale in bar (kg/cm?), PSI and Tons
Pressure relief valve to prevent from overload.
Manual extension screw (except 100T press).
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In accordance with European directive 98/37/CE.

"

Remarks :

These presses also exist with air hydraulic pumps [with two-hand control).
(See page 90)
2 Presses with electric pumps : please consult QUIRI Hydromécanique.
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Presse Cylinder Hand pump Dimensions (mm]) Weight
capacity
R1 : hydraulic | R2 : extension Bore Oil Flow Winch Model A B c D E M G G2
stroke screw diameter (cm3/pump number
stroke) mini maxi
(Tons) (mm) (mm) (mm) | WP (kg)
15 95 75 60 2.5 KCK-15A 605 650 | 1850 | 120 500 150 600 89
30 120 75 75 8 25 KCK-30AL 670 650 | 1750 | 120 550 180 630 137
30 120 75 75 8 25 * KP-30AL 870 650 | 1730 | 145 720 165 615 185
30 120 75 75 8 2.5 * KPD-30AL 880 650 | 1770 | 145 710 250 165 615 | 203
50 120 75 97 8 2.5 * KCK-50AL 710 650 | 1810 | 145 550 165 615 | 214
50 120 75 97 8 25 * KPD-50AL 880 650 | 1810 | 145 710 250 165 B15 | 239
100 250 130 19 25 * KP-100 1250 | 1000 | 2000 | 300 | 1000 130 930 | 939
Set of two «V-blocks» Option:

Set of plate, adapters and punches.
[Diameters : 12-16-18-20-22-25-30]

For 15,30 et 50 T presses

Model number : PE7-15 / PE7-30 / PE7-50

Included with each presse




BENCH OR WORKSHOP PRESSES

Powered by air hydraulic or electric pump
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QUIRI presses (manual, air hydraulic or electric powered) are fully in
accordance with european directives.

QUIRI delivers hydraulic presses in conformity (with CE mark and
conformity certificate)

Features :

Air hydraulic powered presses :
Same frame and cylinder than hand pump presses.
Pedal contral air hydraulic pump and 1 speed hand pump
(for precision jobs)
Hydraulic pressure proportional to air pressure.
Air consumption 270 |/mn [without load) at 7 bar air pressure.
In accordance with European directive 98/37/CE.

Option :
Pedal contral can be replaced by two-hand contral.

Presses with electric pumps : please consult QUIRI Hydromécanique.
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Pedal control
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Recommended to provide clean
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Capacity Cylinder Air hydraulic pump Dimensions (mm) Weight
R1 : hydraulic |R2 : extension |  Gil flow ] Wich| Medel [ A [ 8B [ c[o|E|m]|em e
stroke screw [cm3/pump (mm/s) number o )
Tons) (mm) [mm) stroke) noload | at700 bar mini | maxi | (kg]
15 95 75 2.5 25 029 KSC-15ANF | 605 | 420 | 940 | 120 | 500 150 | 450 77
30 120 75 2.5 16 019 * KPD-30 ANF | 880 | 650 | 1770 | 145 | 710 | 250 | 165 | 615 | 203
50 120 75 2.5 9 011 * KPD-50 ANF | 880 | 650 | 1810 | 145 | 710 | 250 | 165 | 615 | 239
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Option Option:

Two-hand contral

Set of plate, adapters and punches.
[Diameters : 12-16-18-20-22-25-30]

For 15,30 et 50 T presses

Model number : PE7-15 / PE7-30 / PE7-50




HYDRAULIC GRIP PULLERS

Force 10 to 50 Tons
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Remarks :

Madel 10T delivered with one multifunctional 2/3 jaws head.
Models 20, 30 and 50 T delivered with a 2 jaws head and a 3
jaws head.
In case of use of a 2 jaws head, the load to be applied should not
exceed 2/3 of the nominal capacity of the cylinder.
ie.:7 Tis maxiload for 10 T model.

Hydraulic grip pullers with hydraulic units.

Comprisin i
Category Model prising Weight
L Mechanic unit Hydraulic
[Tons) 2 and 3 jaws unit (kg)
10 EGH 10 EG10 UH10 20
20 EGH 20 EG20 UH20 32
30 EGH 30 EG30 UH 30 54
50 EGH 50 EG50 UH 50 121

Mechanic units

Category Model Dimensions (mm) Weight
(Tons] number a b fkg)
10 EG10 230 200 9
20 EG20 310 270 16
30 EG 30 400 380 32
50 EG 50 500 500 82
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Especially designed far quick and safe pulling operatians.
This rod puller is ideal for removing gears, bearing, ...

Pulling examples

Complete sets of hydraulic rod pullers

HYDRAULIC ROD PULLERS

Force 10 to 50 Tons

Category Model Composition
(Tons) number Mechanic unit Bearing cup puller Bearing puller Hydraulic unit
10 ETCH10 ET10 El10 CE10 UH10
20 ETCH 20 ET20 El20 CE20 UH 20
30 ETCH 30 ET 30 El30 CE30 UH 30
50 ETCH 50 ET50 EI50 CE50 UH 50
[ =————
-—=
Mechanic units
R Dimensions (mm) Weight
90 | Model : —_— ¢
D xtension
(Tons) : mini maxi ¢ leg (ka)
10 ET10 233 115 240 5/8"-18 180 B
20 ET 20 260 135 310 5/8"-18 180 8
30 ET 30 285 180 410 1"-14 350 21
[ ———4
e 50 ET 50 410 230 580 1"1/4 12 504 55




HYDROMECANIQUE
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Bearing cup pullers

HYDRAULIC ROD PULLERS

Bearing cup pullers, bearing pullers, hydraulic units

Dimensions (mm) .
Category Model - Weight
number
e : mini maxi ¢ (ka)
10 El10 135 38 153 3/4"-16 25
20 El 20 135 38 183 1"-8 2.5
30 EI 30 150 76 230 1"1/4-7 6
50 EI 50 180 76 230 1"5/8-51/2 6
To use with QUIRI hydraulic rod puller.
Bearing pullers
Category Dimensions (mm) Weight
Model 3
number
e mini maxi ¢ (ka)
10 CE10 10 100 126 | 5/8"-18 25
20 CE20 10 125 170 | 5/8”-18 6.5
30 CE 30 10 240 293 1"-14 24
50 CE 50 50 350 330 | 1"1/4-12 80
To use with QUIRI hydraulic puller or grip puller
Hydraulic unit for pullers
Category Model Composition
(Tons) number Hollow piston cylinder | Cylinder hollow saddle Hand pump Pressure gauge Adaptor Hose
10 UH10 CSE 124 TIC 12 PMS 7104 3% MG 1220 AM 135 FC 032
20 UH 20 CSE 204 TIC20 PMS 7104 3¢ MG 1220 AM 135 FC 032
30 UH 30 CSE 296 TTC29 PMS 7104 3¢ MG 2958 AM 135 FC032
50 UH 50 CSE 587 TIC 58 PMS 710 3¢ MG 2958 AM 135 FC 032
See page 30 37 46 74 50 500u 80

3 It is possible to substitute the hand pump by air hydraulic pump (see pages 56 & 57) or a 2 speeds PMS 733 hand pump (see

page 48]




COMPLETE HYDRAULIC PULLERS SET

Force 10 to 50 Tons - Supplied in wooden case
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" Designation 10T 20T 30T 50T
Quantity |Model number| Quantity [Model number| Quantity |Model number| Quantity |Model number
Complete puller set 1 ECH10 1 ECH 20 1 ECH 30 1 ECH 50
1 Hydraulic unit : see detail on page 93
7 Two jaws head 1 E207 1 E307 1 E507
8 Three jaws head 1 E108 1 E 208 1 E 308 1 E 508
g Jaw 3 E109 3 E209 3 E 309 3 E 509
10 |Connection rod 5and3 6 E110 B E210 B E310 B8 E510
11 |Screw jaws grip 6 E111 B E211 B E311 B E511
12 [N L 6 E112 6 E212 6 E312 6 E512
15 |Cylinder attach screw 2 E115 2 E215 2 E315 2 E515
16 |Axial screw rod 1 E116 1 E216 1 E316 1 E516
17  |Grooved saddle 1 E117 1 E217 1 E317 1 E517
18  |Sliding plate 1 E118 1 E218 1 E318 1 E518
19 |Nut 2 E119 2 E219 2 E319 2 E519
20 [Ring 2 E120 2 E220 2 E 320 2 E 520
21  |Flange 2 E121 2 E221 2 E 321 2 E521
22 |Leg 2 E122 2 E222 2 E 322 2 E 522
23  |Extension leg p'ill)l:r 2 E123 2 E223 2 E 323 2 E 523
24 |Extension nut 2 E124 2 E224 2 E 324 2 E 524
25  |Protection nut 2 E125 2 E 225 2 E 325 2 E 525
26 [Cylinder attach screw 2 E126 2 E226 2 E 326 2 E 526
27  |Bearing puller 1 CE10 1 CE 20 1 CE 30 1 CE 50
28 |Bearing cup puller 1 El10 1 El 20 1 EI 30 1 EI 50
29  |Wooden case 1 E229 1 E229 1 E229 1 E 529
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RE-ENRAILLING EQUIPMENT
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These equipments are designed to reenrail or
take of the rail each rail vehicle (train, subway,
tramway,...)

Telescopic cylinder with roller carriage.

Light alloy sliding bridge: ~ Width : 350 mm - Height :140 mm
Length:1,1-22-33-44m

Control desk.
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WE CAN DESIGN AN EQUIPMENT FOR YOUR OWN NEEDS
For more information, please contact us




