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Manual operated VALVES \(EEEZ

Progressive seated valves - 600 bar

WWww.quiri.com

Features

Manual operated valves (leakage free)
3-ways, 3-pasitions for use with single acting cylinders
4-ways, 3-positions for use with double acting cylinders
Maximum flow : 40 1/mn
Maximum working pressure : 600 bar
Qil ports : M18x1,5
Lever operated (3 positions), detent pasitioned or centre spring return.

Remark

These manual operated valves can be used individually or connected in parallel.
(see heavy lifting hydraulic pump Page 68)

Single acting valves DM 3/3

Model number

B
. 320 % 34~ 2125
P T ‘
B = €/

PT B5

13 .
‘\:@m 313036/000 A and B o outets : M18x1.5
—32-18

fr;-h\m
°6
o

3¢t Height 280mm for valves 313040,/000 and 315131,/000

Double acting valves DM 4/3 Threaded base

Model number Model number : 834606,/000
A B 60—

Pressure tapping G1/4 41.7—

o o e
oS el - inr ]

31 5131/000 e P and T oil outlets : M18 x 1.5 \#
P T 93 2 mounting holes T

) M8 deph 12 mm T 648
i 0 i




MANUAL OPERATED VALVES \\2=E

Seated valves - 700 bar

www.quiri.com

Features

Manual operated valves (laekage free)
3-ways, 3-pasition for use with single acting cylinders
4-ways, 3-position for use with double acting cylinders
Maximum flow : 19 1/mn
Maximum warking pressure : 700 bar
Oil parts : 3/8"NPT
Lever operated (3 positions), detent pasitioned

Remark

These manual operated valves can be used individually with threaded base or
fitted on QUIRI electric pumps.

123 ‘
‘ rel2 —— 406 4x875
3/8'NPT
| =%
| |
155 1 S O 1 T 508 675
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¥ 102 7 ol |
| é —T ; 2
55 a ‘ 1
A N j o5 8,35
i ! 794
\
i 1]
! 95
—t22,51 50‘]
Threaded base Single acting valves M3/3
Model number Model number

84 A
| AB3307

T = =

{ PT =)

,,,,, B R BT =

- 4 18 F == D og o

AB3309 % | Double acting valves M4/3 E
(£2]

o

Model number

- \\\ " SRR
3/8"NPT AB3308
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SOLENOID OPERATED VALVES WM

Seated valves - 700 bar
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Features

Salenoid operated valves (leakage free)
Models 2/2, 3/2, 3/3 for use with single or double acting cylinders
Threaded base mounting

Remark
These solenoid operated valves can be used individually with a threaded

base (oil ports G1/4" for model 1 - or G1,/2" for model 2] or connected.
Please consult QUIRI Hydromécanique.

Size 1 Size 2
Solenoid G(24 V=) G(24 V=) Threaded b e 1 Threaded b op
0il flow (I/min) 3 12 readed base - size readed base - size
Maxi. Pressure (bar) 700 700 o 30 <10 B85, | 43 o
- * : — '
) — 53 e - S [ [ % oll] & .
ol 8 AL <& f -
‘ —{ i ! Iy
‘ T el e =
‘ i ‘ —9| | | & &E
115 ‘ i T R r + 4}
—oi0— | L —a50 ‘ g 29 L | ?
i *| e ‘ ¥* 50 R| s 2
‘ | [ I ] 56
s R
| :JL R

= M6 mt = mt
’ _‘4OX45‘_—lB © _aoxsf_LTf 7l - :j @ E — 8

3¢ Electric connection PE9

Solenoid operated valves madel numbers Model number
2/2 model 3/2 model 3/3 model Check valve Diaphragm
GR2 GS2 G3 GZ3 G21 =
For. .
r— 1 r T
H H
I [] I 3
|| I Size 1 ER11 EB1-08
H——¢ — Size 2 ER21 EBR12
T P T P TP A
GR2-1 G3-1 Threaded base model number
Size 1 G211
G52-1 GZ3-1 Type 2/2 Type 3/2
GR2-2 G3-2 Size 1 AB3129 AB3248
Size 2 G21-2
G522 GZ32 Size 2 A63256 AB3257

Note : 2/2 threaded base without A oil port.




HYDROMECANIQUE
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PRESSURE AND FLOW CONTROL VALVES

500 - 700 bar
Model
number
Maximum Symbol Description Dimensions
pressure
(bar)
[» 11
RB6
Ball valve, nominal diameter G1/4" B1env. 13 |~ I
><] 6mm, ail ports G1/4" @,:,: = t@ 315
500 - | o5
69—
. RD11 RD3
RD11 Braking va!ve. ) 24/ flat 30 32/flat
RD3 | ......... Free flow in one way, adjustable T
Fr G | flow in the other way. 235 &é 35
; | RD11:61/4" oil ports, — —
oY | maximum oil flow 121/mn '
500 BD3 :G1/2" ail ports, maximum G1/4 G1/2 ;
oil flow 60l/mn
52 6
vm3ss |
—:ﬁ/e:— Shut off valve.
. .| 3/8" NPT ail ports
700 3/8'N
VMF38
v 7777777 | Braking valve.
. .~ | Free flow in one way, adjustable
. .| flow in the other way.
""""" 3/8” NPT oil ports.
700 3/8'NPT |
G3/8" | 86 40 maxi
. 5.3
LP700 oo p T‘Z’
X Online pressure relief valve : LS i [ Dt~ =
P T | 3/8"NPTail ports. | 24 © . .
=" ‘ T
46
700 5 |
6t+——
— 54,5—
171+ —t 15
VS700 I 3/8"NPT
X / :
) Safety valve to fit on cylinder [ == -
—~ — | 3/8" NPT il ports L _ 66
= 38/plat 3/8"NPT
700

16/ plat
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PRESSURE GAUGES
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Standard pressure gauges

Single scale (bar)
Accuracy : £ 1% to 2.5 % of full scale

Size Model number Range Connection
Dry Glycerine filled (bar)
MG 040 0-400
63 MG 060 0-600 G1/4"
MG 0100 0-1000 Y O
MS 116 MG 116 0-160 3
MS 125 MG 125 0-250
0% MS 140 MG 140 0-400 G1/2
MS 160 MG 160 0-800
MG 1100 0-1000
MG 1500 0-1600 1/2" NPT
160 MG 1600 0-1600 G1/2

3¢ On demand we can deliver a twin scale (bar an Tons or kNJ an dry 100 mm gauge.
MS116 and MS160 with maximum indicating painter.

100mm glycerine filled pressure gauges :
specific to QUIRI 700 cylinders.

Scales in PSl and bar (kg/cm?)
G3,/8" ratating bottam connection
Accuracy : £ 2,5% of full scale.

Scale (Tons) Model number To use with cylinder ...
SER5-11
5-1 MG 511 SEG 11
SRP5-11
SER 16-23
SEG 23
SRP 23
DE 23
SER31-54
SEG 31-54
31-54 MG 3154 SRP31-54
SGS31-54
DE 31-54
SER 93
SEG 93
31-54-93 MG 93 SRP31-54-93
SGS 93
DE 93
12-20 MG 1220 CSE12-20
CSE29-58
CDE29-58
MG 700 All cylinders

16-23 MG 1623

112 depth 30

22 / flat
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29-58 MG 2958




HYDROMECANIQUE

DIGITAL PRESSURE GAUGE
& PRESSURE SWITCH

www.quiri.com

Digital pressure gauge - MN700

Pressure scale : 0 - 700 bar.
Accuracy : £0,1% of full scale.
Min / Max function.
Supply 3 V battery, type CR 2430.
Diameter x Height x Depth 59 x 85 x 32 mm.
Pressure Connection G1/4" (rotating).

Option (on request) :

Calibration certificate.
Specific scales in Force.
Protective rubber covering.
Carrying bag.

Pressure switchs

A pressure switch contrals a hydraulic system and gives an electrical signal when the pressure reaches a set level.

——
§ u
DG2H et DG24H DG1RF
77 32—
— 33—
Electric connection g . . | [ 1
Width : 37 74‘5 PED ectric connection i
PES i
K N F] ‘
T @7 ’’’’’’’’’’’ | WE’E’ 3?1 297
[ | I | R, . |
| |
75 ;
— 54 :
%6 | | £
118 i |
[ _ N _ 140 I
i M i
(1 \e52 _ I
' Adjustment screw i
[ 1]
——G1/2" : =
i 1 =
G1/4" — 25 C J 2
i \ [ G1/2" o
——61,5——26- 1 Gija E
Maximum ) Symbol a
Adjustable pressure range . -
pressure Model number Hysteresis (depend on the adjustment)
bar bar o\ 3 /)A
600 100-500 DG 2H ~12 % at 500 bar
800 400- 800 DG 24H ~12 % at BOO bar
600 20-600 DG 1RF ~12 % at 600 bar




FITTINGS

500-700 bar

WWww.quiri.com

Male - male adaptors

Working Dimensions (mm)
pressure Model number

ban a b (i d e
A31006 M18x1.5 M18x15 | 24 | 12 | 36
A31034 G1/4" M18x15 | 24 | 10 | 34
= A31039 M18x1.5 3/8"NPT | 24 | 10 | 40
833246000 G1/4" G3/8" 24 | 12 | 36
m 833207000 G1/4” G1/4" 21110 | 3
A31030 M18x1.5 G3/8" 24 | 12 | 36
A31038 3/8"NPT 3/8'NPT | 19 | 5 | 37
700 A31040 G1/4" 3/8"NPT | 24 | 10 | 40
833516000 G3/8" 3/8"NPT | 24 | 10 | 40
1000 A31048 # G1/4” G1/4” 5 24

Male - female adaptors

Working Dimensions (mm)

prebsas:re Model number . ! . 0 .
833017000 G1/4" M18x15 | 26 | 23 | 40
= 833020000 M18x1.5 M18x15 | 24 | 22 | 34
A31043 3/8"NPT M18x15 | 24 | 25 | 41
A31044 M18x1.5 3/8'NPT | 24 | 25 | 39
A31066 G1/4" 3/8'NPT | 24 | 25 | 39

A31042 3/8"NPT 3/8'NPT | 24 | 54 | 70 e
700 A31086 G3/8" 3/8'NPT | 24 | 56 | 70
A31092 G3/8" 3/8NPT | 24 | 21 | 35

A31094 3/8"NPT G1/4” 24 | 22 | 39

Female - female adaptors

Working Dimensions (mm)

pressure | Model number
ban a b c d
500 833003000 M18x1.5 M18x1.5 24 | 32
700 A31041 3/8"NPT 3/8'NPT | 22 | 29

Elbow 90° Tee

700bar | A31045 700bar | A31046
3/8'NPT .
22 /flat ==

[T = =507
A |
E=r 7T A
==
£z

.

22 /flat
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3/8"NPT

76



MANIFOLDS - PIPE PLUGS - SEALS G

500-700 bar

www.quiri.com

500 bar Manifolds - M18 x 1.5 oil ports

MF 22 MF 23 MF 24
60

o | T o f Tl
! L | ‘\ |
‘ - so—— s0 a0—
Depth 25 Depth 25
700 bar Manifolds - 3/8” NPT oil ports
MF12 MF 14 MF 15

Depth 25

80— 140 T 60—
[ [
\ [

2 100

[ 260
{ Depth 35

Depth 25 /

Pipe plugs
Working Dimensions [mm]) Incorporated seal
pressure Model number
i a b c d e I
d %E -
836053000 G1/4" 17 12 19 6
500 a a
836059000 M18x1.5 17 12 24 8 7)0: b °7
700 A31047 ¢ 3/8"NPT 20 19/flat B
Seals
=
(=)
Working Dimensions (mm) 5
Model c o
pressure For ... il o
number a b c c
bar ltE
A52012 20.1 138 15 G1/4" adaptor ™ o
500 /4" adap ab (=]
A52007 26 18.7 15 M18x1.5 adaptor
1500 A52084 206 13.5 2.1 G1/4" adaptor




HYDRAULIC COUPLERS \Naas

500 bar
Tt EE “Poppet ‘Yalvmg couplers. ) ) . .
\/ types” are screwing couplers, “R types” are quick connecting couplers.
Some cauplers are also available with a security system 3 (hose rupture valve).
Fitted in standard with dust caps and plugs.
Screwing couplers
Working Model Qil o Spare parts
pressure flow | Description Dust cap or
number
bar I/mn plug
V518 | 15 | Femee BVF518
coupler

500 -
Maximum Male ‘ ‘ M18x15 034

p—— VM 518 15 S ‘ le i BVM 518
600 bar /plot \LA

Security ‘ ‘ [7

VM518S | 15 male [, Jwens o BVM 518
coupler 3¢

Note : VF, VM 518 and VM 518 S couplers can be loaded at 500 bar disconnected.

Quick connecting couplers

Working Qil Spare parts
Model L
pressure flow | Description Dust cap or
number
bar I/mn plug
o 4‘ M18x1,5
AM518 | 40 | FemeR BRM 518
coupler
e /_'& A M18x1.5
Dy
N 500
Maxmum | pegqg | gg | Mae ERFHE
pressure coupler
600 bar
M18x1.5
Security
RF 5185 40 male BRF518
coupler 3¢

Note : RM, RF 518 and RF 518 S couplers can be loaded at 500 bar disconnected.
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% VM 518 S and RF 518 S couplers with a hose breaking valve. In case of braken hase, this security system prevent from cylinders drop down.
To avoid dangerous overpressure, these security couplers should nat be used
- on return side of double acting cylinder
-when using several single acting cylinders on the same system.

A Mark on standard couplers (VM 518 and RF 518 without security system)




HYDRAULIC COUPLERS aals

700-1000 et 1500 bar

www.quiri.com

Poppet or ball valving couplers. «H types» are screwing couplers, «R and P types» are quick connecting couplers.
Fitted in standard with dust caps and plugs.
FOR YOUR SECURITY, NEVER PUT UNDER PRESSURE DISCONNECTED COUPLERS.

Screwing couplers
. ' Spare parts
Working Oil
pressure n“:;izlr flow | Description Dusgrcap
bar I/mn
plug
m -—' 3/8"NPT
j -% HF738 | 17 Fem?'e s BHF 738
\Y — )i coupler 24/plat
X g A 63
- 700 32/plat
i
5E . i Male
v = e HM 738 17 BHM 738
S y coupler
3 S Ls& 3/8" NPT
Quick connecting flush face couplers - Fitted with safety sleeve lock to prevent from accidental disconnection
. ' Spare parts
Working Qil
pressure nhl.:l::li)eelr flow | Description Dusi:rcap
bar I/mn
plug
RF738 | a5 | oM BRF 738
coupler
700
RM738 | 35 Male BRM 738
coupler
Quick connecting couplers - Fitted with safety ring for the locking sleeve to prevent from accidental disconnection
(Standard dust cap or plug in plastic)
' ' Spare parts
Working Qil
pressure nl\:rztlr flow | Description Dus;rcap
bar I/mn
plug
Female
PF 115 7 G BPF 115
1000
PM115 | 7 Male BPM 115
coupler
Nota : Never put PM 115 coupler under pressure while disconnected.
Quick connecting couplers - Fitted with safety ring for the locking sleeve to prevent from accidental disconnection
(Standard dust cap or plug in plastic)
' ' Spare parts
Working Qil
pressure n’:‘;:i flow | Description Dus;:rcap %
bar I/mn =
plug 5
(=1]
(=
PF11s | 7 | Fomee BPF 118 @
coupler (=]
1500
PM116 | 7 Male BPM 116
coupler

Nota : Never put PM 116 coupler under pressure while disconnected.




FLEXIBLE HOSES g%

Thermoplastic hoses 700 bar

WWww.quiri.com

Features :

External covering in polyurethane, internal hose in polyester elastomer reinforced
with 1 or 2 braid of aramid fiber plus one steel braid.

Burst pressure : 2800 bar
Maximum working pressure: 700 bar
Safety coefficient : 4

Standard hoses, nominal diameter 6 mm
With ETAF B ends and rotating nuts.

Internal diameter : 6.6 mm

External diameter : 13.7 mm

Minimum bending radius : 70 mm

ETAF 8 ends and rotating nuts - tapping M16x1.5 - hexagonal nut 19/flat.

Fittings and couplers Length [m)
End1 End 2 05 1 2 3 5 10
ETAF8 ETAF8 F60 F61 F62 F63 F65 F610

M18x15 | M18x15 | FO010 FO011 F012 F013 FO15 | FO110
3/8"NPT | 3/8"NPT | FO30 F 031 F032 F033 F035 | F0O310
3/8" NPT HW 738 FCO30 | FCO31 | FCO32 | FCO33 | FCO35 | FCO310
3/8" NPT RF 738 FRO30 | FRO31 | FR032 | FR0O33 | FR035 | FR0O310

High flow hoses, nominal diameter 10 mm
With ETAF 12 ends and rotating nuts.

Internal diameter: 9.8 mm

External diameter: 18.8 mm

Minimum bending radius : 95 mm

ETAF 12 ends and rotating nuts - tapping M20x1.5 - hexagonal nut 24 /flat

Fittings and couplers Length [m)

End 1 End 2 05 1 2 3 5 10
ETAF12 ETAF12 F100 F101 F102 F103 F105 | F1010
M18x15 | M18x15 F110 F111 F112 F113 F115 | F1110
3/8"NPT | 3/8"NPT F130 F131 F132 F133 F135 | F1310

On request, hoses could be delivered with anti slapping wire

IMPORTANT
Depending on their working conditions the hases have limited life time.
Effective hase life time depends on :
- The effective warking pressure
- The pressure peak
- The working atmosphere
- The working temperature

DISTRIBUTION

Hoses inspection :

The hoses must be checked several time per year to detect leakages, collapsing, corrosion, wear or abrasion.
Hoses with external damage must be immediately replaced
Replacement of hoses recommended at latest every 10 years.




FLEXIBLE HOSE

Rubber hoses
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Features :

In synthetic rubber with 4 steel wire spiral in compliance with NF EN 856 spec.

Hoses, nominal diameter 6 mm
With ETAF 8 ends and rotating nuts F180

Internal diameter : 6,3 mm

External diameter: 17.8 mm

Minimum bending radius : 150 mm

ETAF 8 ends and ratating nuts - tapping M16x1.5 - hexagonal nut 19/flat
Burst pressure : 1800 bar

Static working pressure: 700 bar (safety coefficient : 2.57)

Dynamic working pressure: 450 bar (safety coefficient : 4)

FR180

Fittings and couplers Length (m)
End 1 End 2 05 1 2 3 5 10
ETAFB ETAF8 F80 F81 F82 F83 F 85 F810

Hoses, nominal diameter 10 mm
With ETAF 12 ends and rotating nuts

Internal diameter : 9.5 mm

External diameter: 21.4 mm

Minimum bending radius : 180 mm

ETAF 12 ends and rotating nuts - tapping M20x1.5 - hexaganal nut 24 /flat
Burst pressure : 1780 bar

Static working pressure: 700 bar (safety coefficient : 2.54)

Dynamic working pressure: 445 bar (safety coefficient : 4)

Fittings and couplers Length (m)
End 1 End 2 05 1 2 3 5 10
ETAF12 ETAF12 F120 F121 F122 F123 F125 F1210
M18x15 | M18x15 F180 F181 F182 F183 F185 F1810
M18x 1.5 RF 518 FR180% | FR1813 | FR182% | FR1833% | FR1853% | FR1810%¢
3/8"NPT | 3/8"NPT F 380 F 381 F 382 F 383 F 385 F 3810
3/8" NPT HM 738 FC 380 FC 381 FC 382 FC 383 FC 385 FC 3810

3t Add “S” at the end of the reference if the hoses is fitted with a coupler with a hose breaking valve.
IE:FR1825S

On request, hoses could be delivered with anti slapping wire.

IMPORTANT
Depending an their working conditions the hoses have limited life time.

Effective hose life time depends on :

- The effective working pressure

- The pressure peak

- The working atmasphere

- The working temperature

DISTRIBUTION

Hoses inspection :

The hases must be checked several time per year to detect leakages, collapsing, corrasion, wear or abrasion.

Hoses with external damage must be immediately replaced
Replacement of hoses recommended at latest every 10 years.
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FITTINGS &

For @ 8 and 812 steel pipe - ISO 8434-1 - S series - PN630
(former norm DIN 2353 - S)

WWww.quiri.com

Male fitting USM

a b |Model number Dimensions {mm)
c | d e | f|s1]s2
G1/4” | 8 | A32072 |12 | 30 | 15 |19 [ 19|19 | icorporatedsesl 1 s
G1/4" |12 | A32076 |12 | 33 | 165 |19 |22 |24 ‘ \
G3/8" | 8 | A32356 |12 | 30 | 155 |22 |22 |18 | « EOF TS e
G3/8" |12 | A32074 |12 | 33 | 17 |22 |22 |24 N
G1/2" |12 | A32075 |14 | 34 | 175 |26 |27 |24 ¢
M18x15 | 8 | A32197 |12 | 33 | 17 |23 |24 19
M18x15 |12 | A32073 |12 | 33 | 17 |23 |24 |24
1/4"NPT | 8 | A32051 |15 | 33 | 18 17 | 18 e g1
1/4"NPT | 12 | A32087 |15 | 33 | 18 22 | 24 offtt—=
3/8"NPT | 8 | A32196 | 15| 335 | 175 22|19
3/8"NPT | 12 | A32077 |15 | 335 | 175 22 | 24 tld —
Orientating male fitting SMO
a b e Dimersions (rr) Incorporated seal 81 s2
number | ¢ | g e |S1|s2| ————
G1/4° | 8 | A32081 |19 |295| 12 | 19 |19 I —=lk ’j
G3/8" |12 | A32083 |22 | 34 | 12 |22 |24 L+
M18x15 |12 | A32082 |24 | 34 | 12 |24 |24 I I —
3/8"NPT | 12 | A32418 | - | 275|145 |19 | 24
Connected to USM, EE, TE, CE ..
Banjo
. ! Model Dimensions (mm)

S3
S1
—\
number c d e f g | S1|S2]|8S3
d ]
G1/4” 8 | A32090+ | 18 | 30 14 1121312219 |19
G3/8" 12 | A32092+4 (22 | 36 | 165 | 12 | 35 | 27 | 24 | 24

M18x1.5 | 12 | A32091 23 | M 20 |12 |37 |30 | 24 |27
3t Maximum pressure : 400 bar




FITTINGS & u

For @ 8 and B12 steel pipe - ISO 8434-1 - S series - PN630
(former norm DIN 2353 - S)

www.quiri.com

Equal elbow EE

gs | As2117 p12 | 3218
32 38 —
17 — 215
28
17/flat I 1 (. 22/flat S
18/ flat 8 oafat
08 A; 812
Could be connected to SMO
Orientating elbow EO
a8 | A32167 @12 A32168
19/ flat 38 —|
32
N 21.5 12
17 8 2
14,/flat 11 ,TT 17/t e T
! [ i usm 425
e o Ty
S
wly
Connected to USM
Equal Tee TE
g | Aseres p1i2 | Aset4
32 — 38 —
28 17 Pk 28 212 215 F* 212
#7';7“ 7% —t— e
14,/flat [ ‘ 19,/ flat 17/flat [ i Ze4/f|ac
|
o8 212
Could be connected to SMO
Orientating Tee TO
28 | As21e4 212 | As21e9
L 35—
212 e1s 212
C | ‘
17 flat ;
usm
Connected to USM
Orientating Tee TO
28 A32355 g12 | A32180 =
L & - il 8
: 38 (9]
! ‘ o
14 /flat ; ‘ 17/flat ; ‘
; 19/flat ‘ 24/flat
28 - 12
42,5—‘ a8 4‘
Connected to USM




FITTINGS &

For @ 8 and 812 steel pipe - ISO 8434-1 - S series - PN630
(former norm DIN 2353 - S)

WWww.quiri.com

Reducer UDR
212/8 A32142
24,/flat
26
212 o8
[ I | i

19/flat

Connected to USM, EE, TE, CE, UD, Banjo @ 12

Equal cross CE

B8 A32129 212 | A32130

— 38 —|

—32 — 215
[pn—

al12
28 { %‘
28 o8 o12 D o012

14/ flat [ :
T 19/flat 17/flat
o8 1 ' 24/flat
a12 i—L
Could be connected to SMO
Straight bulk head PC
8 | A32135 212 | A32136
M16x1,5 M20x 1,5
22/flat l 22/ flat 19/flat 27/t 27 /et 24 fit
‘ T S +——— T [ . |
\ 28 28 S »,
— e12 e12
H6 H16
13 4+ 29 —I 145 4+——-305 —
| o | a |31 47
=
o
'—
ju |
o]
=l Double union UD
(42}
(m]
Model Dimensions (mm]) s2 o1 s3
a b oa
number c | d| e |51]8s2 o
8 8 A32111 18 | 47 (17 [ 19 ] 19 (N I B B |

12 12 [ A32112 19 | 51 | 22 | 24 | 24
12 8 A32113 185 | 60 [ 22 | 19 | 24 d




FITTINGS & u

For @ 8 and B12 steel pipe - ISO 8434-1 - S series - PN630
(former norm DIN 2353 - S)

www.quiri.com

Shutter OBT
B8 | A32147 @12 | A32148

vy, ‘
zg : o - el12
L |

nNrz27.

195
Female fitting
Model Dimensions [mm)

number c d e 81 | s
G1/4" | 8 | A32097 | 41 | 26 | 17 | 19 | 19
G3/8" |12 | A32089 | 43 |265 | 17 | 24 | 24

M18x15 | 12 | A32098 | 44 | 50 | 17 | 24 | 24

Pressure gauge fitting RM

Di - | ]
a 5 Model imensions (mm) R Incorporate
number c d e f | s1 | se ‘

Incorporated
'seal

G1/4” 8 | A321063 | 145 | 355 [ 45 19 19
G1/4” 12 | A32107 3¢ | 145 | 39 45 19 24
G1/2" 12 | A32108 ¢ | 20 45 5 27 24

G1/2" 8 A32104 20 46 5] 11 27 19 v,
USM for /.

G1/2" 12 A32105 20 a7 5 105 | 27 24 | wbesb

G3/8" 12 833543 13 40 35 [ 105 | 24 24 B8

=2
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e
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Could be connected to SMO




STEEL PIPES-0IL & m
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Zing plate Steel Pipe

External . Nominal Maxlm_um Burst
i diameter Thickness diameter Working ressure

System line | Model number pressure p
mm mm mm bar bar
AP 2022 8 2 4 825 2250
Prf;i“m AP 2021 12 2 8 508 1385
AP 2088 12 2.5 7 660 1800
AP 2023 8 1 6 367 1000

Return line

AP 2024 12 1 10 236 643

In accordance with NFA 49330 norm.

Hydraulic Oil
Mineral hydraulic extra fluid oil
Oil volume
Viscosity 194 Cst at 40°C Model number tres
:1.6° Engler at 50°C BH2 2
BH5 5
ISOVG 10 BH10 10
BH 20 20
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