HYDROMECANIQUE

QUIRIz:

Pull-in force per unit: 30°000 N
Retention force per unit: 90°000 N
Flanged cylinders Page 30
Built-up cylinders Page 31
PlugS Page 32 - 33
Accessories Page 34
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QUIRIz:: pPZ 50

Flanged cylinders
for direct integration into machine
tables, pallets and fixtures

pull-in force: 30°'000 N retention force: 90°000 N
PZ3172 Standard PZ3172 1 with indexing grooves
PZ3172 U with rearside media connection PZ23172 LI with air-blast cleaning and
PZ3172 L with air-blast cleaning indexing grooves
PZ3172 LU with air-blast cleaning and PZ23172 LIU with air-blast cleaning, indexing
rear side media connection grooves and rear side media connection

Indexing grooves

Pallets and
indexing
set screws
see page 52
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Max. operating pressure 70 bar.




QUIRIz:: PZ 50

Built-up cylinders
for flexible configuration

pull-in force: 30°'000 N

retention force: 90°000 N
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with indexing grooves
with air-blast cleaning and
indexing grooves
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P23178 L with air-blast cleaning
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Max. operating pressure 70 bar.
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xing grooves

Pallets and
indexing
set screws
see page 52

Socket head screw

M16x45
PZ3552
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Bracket
PZ3170
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QUIRIz:: pPZ 50

Plugs
recommended plug arrangement

Centering plug The centering plug defines the zero-point.
- ground @ 48+ mm It centers with the diameter.
Tirette dépincée The compensation plug defines the X- or Y-axis.
- two ground raised cams The came line must be set 90° to the line connecting with
@48 *§ymm the centering plug. Compensates for variations in temperature.

Plug without Plugs without centering only serve for clamping
centering
-0 4653, mm

— Compensation
plug

Plug without
centering

Plug without ¥ 1 " Centering plug

centering

1 3 2 3
1 The centering plug 2 The compensation plug defines the X- 3 Plugs without centering only serve for
defines the zero-point. or Y-axis. clamping.
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QUIRIz:: PZ 50

Plugs

Plug fitting versions (preferably version A)

A LT Tightening moment: 90 Nm B iz Tightening moment: 55 Nm

without with fitting fitting
air-blast | air-blast | version version
A B
PZ3702 —
Centering plug S [u A X X X X
PZ3712 —
Plug without centering 252 m T X X X x
PZ3722
Compensation plug X X X x
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QUIRIz:: pPZ 50

Accessories
PZ3591 PZ3556
Set up plug for built-up g Socket head screw M8 x 40
cylinder low head for flange mounting
PZ3551 PZ3159
Socket head screw M12 x 50 Aluminium cover
(12.9) for mounting plugs from
underneath
PZ3580 . . PZ3534
Indexing set screw M10 (12.9) J '—— ] = Cover plug
hardened for basic indexing pallet % | 2 D]] L5
PZ3601 b _0.2x45"
31
PZ3998 PZ3170
Brass cover disc . Bracket

PZ3998 2135 3% mm  thickness 1 mm 3 PZ3552
Socket screw M16 x 45
Swarf protection of counterbores on QUIRL=. units. Ut b Gz
Attention:
most important for automated applications PZ3 00095
Fitting: Collet
fit flush by using a plastic faced hammer
Removal: PZ3 00094
Strike the center with a small punch and pull out with a scriber or " ]
- circular spring
similar tool.
PZ3165
775 ... P Spacers used to compensate
Toslot Nut é L/ v sl height variations on cavities
Slotuts N AT % for flanged cylinders PZ 50.
l_ | g_l Thickness 3 mm
F oo - B
PZ3023-1 F
A B C D E F k 1
g Washer for inclined lifting
775 PT06 1816 280 200 177 105 MI16 30 0,085 .
775 PT06 2016 320 200 190 11,9 MI16 30 0,098 =
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